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2. PAYLOAD UNI QUE EXCEEDANCES, WAI VERS, DEVI ATIONS TO M DDECK | DD

The payload will neet all requirenents as defined in Section 1 above for the
Shuttl e/ Payl oad I nterface Definition Document for M ddeck Accommodations, NSTS
21000-1 DD- MDK.  To support payl oad revi ew and accept ance, the customer nmay be
required to submt test data for El ectromagnetic Conpatibility (EMJ), Thernmal,
Acoustic, and Structures. |If test data is required, the data will be available
to Lyndon B. Johnson Space Center (JSC) for reviewno |later than Launch m nus 4
(L-4) nonths.

For payl oad hardware requiring stowage into a | ocker, the payload is willing to
accept the loads transmtted to the hardware by the O biter through isolating
foammaterial inside the stowage | ocker. (Reference NSTS-21000-1DD MXK, Section
4).

The followi ng are approved exceedances to the Mddeck Interface Definition
Docunent (1DD).

a. Payl oad exceedance on Section 3.4.1-Payl oad Wi ght Exceedance- Standard
Modul ar St owage Locker, has been approved per CR A-21187-1 CA-0001.

b. Payl oad exceedance on Section 5. 3-D scharge Exceedance- Payl oad
Ef fl uents, has been approved per CR A-21187-1CA-0001.

c. Payl oad exceedance on Section 4.7.3-Payl oad Generated Acoustic Noise
Exceedance, has been approved per CR A-21187-1 CA-0001.

d. Payl oad exceedance on Section 8. 3. 1-Payl oad Produced Conducted Noi se
Exceedance, has been approved per CR A-21187-1 CA-0003.
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